NOTES

ALL PRESTRESSING STRANDS SHALL BE 7-WIRE LOW RELAXATION GRADE
270 STRANDS AND SHALL CONFORM TO AASHTO M203 EXCEPT FOR SAMPLING
| oy . REQUIREMENTS WHICH SHALL BE IN ACCORDANCE WITH THE STANDARD
- 45'-0 - SPECIFICATIONS.

A SEIFORCING STEEL AT MET, T 0% e TN g ¢
r_10 H C H RICE BID FOR
- AIT107(CLEAR ROADWAY) - PRESTRESSED CONCRETE BOX BEAMS.

| RECESSES FOR TRANSVERSE STRANDS SHALL BE GROUTED AFTER THE
| o TENSIONING OF THE STRANDS.
17 | 1-6” 21'-10" 20/-0" 1-6" | 1

— o - 1

THE 2!/,” @ DOWEL HOLES AT FIXED ENDS OF BOX BEAM SECTIONS SHALL BE

FILLED WITH GROUT.
WORK LINE - CONC. BARRIER (-I?égl") THE 2”@ BACKER ROD SHALL CONFORM TO THE REQUIREMENTS

" | - OF TYPE M BOND BREAKER. SEE SECTION 1028 OF THE STANDARD
4/,@ C BRG. SPECIFICATIONS.

3%,"®@ ¢ BRG 44" @ € BRG.

, GRADE PT " WHEN BOX BEAMS ARE CAST, A POSITIVE HOLD-DOWN SYSTEM SHALL BE
X ASPHALT WEARING EMPLOYED TO PREVENT VOIDS FROM RISING OR MOVING SIDEWAYS. THIS
| SURFACE (SEE \\ SYSTEM SHALL BE DESIGNED TO BE LEFT IN PLACE UNTIL THE CONCRETE

| | ROADWAY PLANS) | CONST. JT HAS REACHED RELEASE STRENGTH. AT LEAST THREE WEEKS PRIOR TO
| ' i c>020 (TYP.) CASTING BOX BEAMS, THE CONTRACTOR SHALL SUBMIT TO THE ENGINEER
N//// L L L7 7 777 7 7777 7
J [ ] [ ] [ ] [ } [ ] ( ] SHALL BE DONE WHEN THE CONCRETE HAS REACHED A COMPRESSIVE
_ { STRENGTH OF NOT LESS THAN 5200 PSI.

FOR REVIEW AND COMMENT, DETATLED DRAWINGS OF THE PROPOSED
HOLD-DOWN SYSTEM. IN ADDITION TO STRUCTURAL DETATLS, LOCATION
\\_ or_5s T | / ALL REINFORCING STEEL IN BARRIER RAILS SHALL BE EPOXY COATED.
3-0" l ¢ 0.6"@ H.S. TRANSVERSE DAy B |
SHEAR KEYS TO BE FILLED WITH GROUT AFTER PRESTRESSING STRANDS SHALL BE CUT FLUSH WITH THE BO
: POST, TENSTONING STRANDS ALL ERECTION HAS BEEN COMPLETED AND AFTER EnGe, e : " X BEAM UNIT

AND SPACING OF THE HOLD-DOWNS SHALL BE INDICATED.
| FINAL TENSIONING OF TRANSVERSE STRANDS

3/_0]/8//

3’-0

Pttt

THE TRANSFER OF LOAD FROM THE ANCHORAGES TO THE BOX BEAM UNIT

2/_9//

2/_9//

APPLY EPOXY PROTECTIVE COATING TO BOX BEAM UNIT ENDS. FOR
EPOXY PROTECTIVE COATING, SEE SPECTAL PROVISIONS.
23,-5” 21/_7//

> >l > VERTICAL GROOVED CONTRACTION JOINTS, /2" IN DEPTH, SHALL BE
| TOOLED IN ALL EXPOSED FACES OF THE BARRIER RAIL AND IN ACCORDANCE
' L ATTIGS S0l L, STaoe St iapols A TiC
- 15 PRESTRESSED CONCRETE BOX BEAM UNITS 4570 - BARRIER RAIL EXPANSION JOINTS. ONLY ONE CONTRACTION JOINT IS
, REQUIRED AT MIDPOINT OF BARRIER RAIL SEGMENTS LESS THAN 20 FEET
IN LENGTH AND NO CONTRACTION JOINTS ARE REQUIRED FOR THOSE
SEGMENTS LESS THAN 10 FEET IN LENGTH.

TYPICAL SECTION | FOR ELASTOMERIC BEARINGS, SEE SPECIAL PROVISIONS.
‘ FOR PRESTRESSED CONCRETE MEMBERS, SEE SPECIAL PROVISIONS.
FOR PRESTRESSED CONCRETE BOX BEAMS, SEE SPECIAL PROVISIONS.
THE LOCATION OF THE VOID DRAINS MAY BE SHIFTED SLIGHTLY WHERE

lgl_Er.EEESARY TO CLEAR PRESTRESSING STRANDS OR TRANSVERSE REINFORCING
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(SEE NOTES)

2 LAYERS OF 30 LB.
ROOFING FELT TO
PREVENT BOND.

2" @ BACKER ROD
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